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Product Information 

VicStrip
PUBLIC SPACES / WORKSPACES  

 

Description  
VicStrip is a new innovative approach to slat panels by introducing Laminated VicPET 
Wool free of wood, making it more sustainable, flexible and lightweight.  

VicStrip was drawn with the lines of contemporary styling decorative wall panels, for 
anyone that wishes to provide offices, restaurants, hotels, and homes with a design 
embellished solution amid the added value of removing sound reverberation.  

Features  
• Lightweight, making it easy to transport, and apply, offering less expensive shipment 
• Easy to cut and readjust to the room’s requirements 
• Can be glued or screwed to walls and ceilings 
• Free of wood, metal nails and with joints almost invisible 
• Sustainable, by being manufactured with High Density VicPET Wool, a material 

produced mainly from recycled plastic bottles 
• Low-emissions material, for good air quality, without irritating skin or eyes 
• A green product suitable for green projects certification  
• Sound absorption properties to control medium and high frequencies, engineered at 

Vicoustic research lab for VicPET Wool 
• Humidity resistant with no dust generation during handling 
• Washable and easy to clean, simply by using a sponge and water 
• Fits perfectly with the rest of the Vicoustic product range 

Performance  
      Consult information on the website from preliminary data acoustic tests. 

Available Finishes*  

* Different batches may show a color variation 

Dimensions** 
a) 2400x595x12mm / 94.5’’ x 23.4’’ x 0.47’’ 
b) 2700x595x12mm / 106.3’’ x 23.4’’ x 0.47’’ 

** For each panel. Please notice that the dimensions of 
these panels have a tolerance of +/- 2mm 

Packing Information 
Units per box: 2 or 4 
Box:  
a) 240cm Version:  

Box2: 2438x628x38mm  / 96” x 24.7” x 1.5” 
Box4: 2438x628x64mm / 96” x 24.7” x 2.52” 

b) 270cm version:  
Box2: 2738x628x38mm / 107.8” x 24.7” x 1.5” 
Box4: 2738x628x64mm / 107.8” x 24.7” x 1.5” 

Box Gross Weight:  
a) 240cm Version:  

Box2: 11,34kg / 25 lbs 
Box4: 20,5kg  / 45 lbs 

b) 270cm version:  
Box2: 12,7kg / 28 lbs 
Box4: 23.1kg / 51 lbs 

Technical Information 
Material: High density VicPet Wool and Laminate 

Fire Rating:  
• Certification in progress 

Installation: Glued on masonry or concrete walls (glue not 
included); Screwed to plasterboard walls or wooden 
structures (screws included); It can be installed on walls and 
ceiling. 

  

More information 
https://vicoustic.com/product/vicstrip
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